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EXCLUSIVE

MATTOJEN HOITO-OHJEET:

INNOcarpet kestää hyvin kulutusta, rakastaa 
imurointia ja on vesipestävä.

Imuroi matto päältä. Kun alapuoli matosta imuroi-
daan, käännetään ensin puolet matosta 
toisen puolen päälle. Käännä hellästi, älä käytä 
nopeita liikkeitä. 
Pienet arkiset tahrat puhdistettavissa vedellä. 
Suosittelemme maton ja pohjapinnan pesemistä 
muutaman kerran vuodessa.

Kun lattia pestään INNOcarpet-maton alta, anne-
taan lattian kuivua täysin ennen maton asentamis-
ta paikoilleen. 

Uudesta matosta saattaa aluksi irrota leikattua 
kuitua.

CARE INSTRUCTIONS:

INNOcarpets are highly wear-resistant and thin. 
INNOcarpets love vacuuming and can be washed 
with water. 

When vacuuming the underside of the carpet, turn 
first the half of the carpet on the other half. Turn 
gently, do not use quick movements.
Small everyday stains can be cleaned with a wet 
cloth. A regular wash of the carpet and backing is 
recommended a couple of times a year.

When the floor is cleaned, let the floor dry comple-
tely before installing the INNOcarpet  -mat in place. 

Some fibers may be loosen after the cutting of a 
new carpet.

M P

TEKNISET TIEDOT - INNOcarpet EXCLUSIVE

Materiaali 1/8”C 100% PA6
Pohja: PVC (ISO 2424)

Paksuus 6 mm, 2820g/m2 (ISO 1766)

Paloluokka E fl  EN 1307

Kestävyys Korkea

Värinkesto Korkea, taso värjätty.

Hoito-ohjeet Säännöllinen imurointi. 
Ammattimainen tasopesu ja tasokuivaus. 
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TECHNICAL DATA - INNOcarpet EXCLUSIVE

Quality 1/8”C 100% PA6
Backing: PVC (ISO 2424)

Thickness/Mass 6 mm, 2820g/m2 (ISO 1766)

Fire Rating E fl  EN 1307

Durability High

Colour durability High, solution dyed

Care instructions Regular vacuum cleaning. 
Professional level wash and flat drying.


